High Vis Plastic Fencing fixed to scaffold frame as shown.

All manhole invert levels should be checked on site before any work.

All work should be carried out as laid down in the National Joint Committee for the Waterways Authority shall be at

E-mail: enquiries@ ASD-consultants.co.uk
Website: www.ASD-consultants.co.uk

Laying of the binder course.

Connections and working on live sewers should be in accordance to sections 106 and 108 of the Water Industry Act 1991.

All onsite & offsite sewer/works and/or client.

No works are to be undertaken on existing sewers until permits to enter or

Contractors Health & Safety Assessment

 billions shall not be permitted outside the fence where contaminated

(c) No services shall be laid without the written consent of the Local Planning Authority.

(a) No spoil, vehicles, fuel, materials, temporary buildings or ancillary equipment shall be stored.

1) Ensure proper inspection at the following designated stages:

This will allow the highways inspector to program the works and

2) Identify and mark. This is essential where any excavation is to take place. All

3) Before backfilling of any trench under the

4) Completion of the formation.

5) Completion of the sub-base layer.

6) Lay of the base course.

7) Tree root protection

8) Post processing.

All workers should be certified in accordance with the New Road and Street Works Act

Connections and working on live sewers should be in accordance to sections 106 and 108 of the Water Industry Act 1991.