CARE SHOULD BE TAKEN TO

Invert of rodding eye to be above top of benching.

Grade C20 mass

A device set to 5.5l/s @ 0.9m head

cover slab to BS EN752-3 with 750

150mm of Grade C20 Concrete

300mm access hole.

SW MANHOLE S28

75 mm CHAMBER

100 mm

225 mm

CHAMBER

225 mm

Concrete mounting block

1) Steeper gradients to sewer are

Fixed lugs with masonry stud

permitted where other methods

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.

All the workforce should be certified in accordance with

the INDUSTRY ACT 1991, concerning builders making their

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.

All the workforce should be certified in accordance with

the INDUSTRY ACT 1991, concerning builders making their

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.

All the workforce should be certified in accordance with

the INDUSTRY ACT 1991, concerning builders making their

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.

All the workforce should be certified in accordance with

the INDUSTRY ACT 1991, concerning builders making their

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.

All the workforce should be certified in accordance with

the INDUSTRY ACT 1991, concerning builders making their

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.

All the workforce should be certified in accordance with

the INDUSTRY ACT 1991, concerning builders making their

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.

All the workforce should be certified in accordance with

the INDUSTRY ACT 1991, concerning builders making their

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.

All the workforce should be certified in accordance with

the INDUSTRY ACT 1991, concerning builders making their

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.

All the workforce should be certified in accordance with

the INDUSTRY ACT 1991, concerning builders making their

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.

All the workforce should be certified in accordance with

the INDUSTRY ACT 1991, concerning builders making their

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.

All the workforce should be certified in accordance with

the INDUSTRY ACT 1991, concerning builders making their

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.

All the workforce should be certified in accordance with

the INDUSTRY ACT 1991, concerning builders making their

Connections and working on live sewers should be in

the NEW ROAD & STREETWORKS ACT 1991.