HIGHWAY NOTE:
NO WORKS ARE TO BE UNDERTAKEN WITHIN THE EXISTING HIGHWAY WITHOUT THE PRIOR CONSENT OF THE AREA ENGINEER.

SEWER NOTE:
NO WORKS ARE TO BE UNDERTAKEN ON EXISTING SEWERS UNTIL PERMITS TO ENTER OR PERMITS TO WORK HAVE BEEN OBTAINED FROM ANGLIAN WATER SERVICES.

FOR HIGHWAY AND SEWER STANDARD DETAILS SEE SEPARATE DRGS.

UTILITIES:
GAS, WATER, ELECTRICITY, TELECOM, CABLE TV AND SEWERS etc., MAY EXIST ON SITE or WITHIN THE EXISTING HIGHWAY. BEFORE ANY WORKS COMMENCE, ALL SERVICE PROVIDERS SHOULD BE CONTACTED IN ORDER THAT THEIR RESPECTIVE APPARATUS IS LOCATED, IDENTIFIED AND MARKED. THIS IS ESSENTIAL WHERE ANY EXCAVATION IS TO TAKE PLACE.

ALL OVERHEAD WIRES SHOULD BE IDENTIFIED AND AGAIN BEFORE ANY WORKS START THE SERVICE PROVIDER SHOULD BE CONTACTED TO AGREE SUITABLE PROTECTION AND SAFETY MEASURES.

EXISTING SEWER NOTE:
ALL MANHOLE INVERT LEVELS SHOULD BE CHECKED ON SITE BEFORE ANY WORK COMMENCES. ANY DISCREPANCIES SHOULD BE REPORTED TO ASD.

PRIVATE CONNECTIONS:
PRIVATE CONNECTIONS TO THE ADOPTABLE SEWERS ARE A MINIMUM 100MM DIAMETER VITRIFIED CLAY AND LAID SOFFIT TO SOFFIT.

NOTE ALL ONSITE & OFFSITE SEWER/HIGHWAY WORKS CARRIED OUT PRIOR TO FULL TECHNICAL APPROVAL FROM ANGLIAN WATER SERVICES AND/OR THE RELEVANT HIGHWAYS AUTHORITY SHALL BE AT THE RISK OF THE CONTRACTOR AND/OR CLIENT.

S104 AGREEMENT:
A Manholes F5,F7,S9 & S11 re-positioned, cover & invert levels up-dated. Note reference pipe size in F17 up-dated, invert level amended. Road 6 levels amended. Roads 5 & 6 vertical curve, high & low point road levels. 1050dia pipe barrel/collar size shown.

B 750dia pipe shown within S12 manhole.
C Road 5 channel levels amended ch.0 - 5m. Footway profile removed.