**PLANTING NOTES:**

1. Planting in the nursery, and during transit up to delivery, shall be in accordance with 'Plant Handling', the booklet published by the Committee for Plant Supply and Establishment (PITCH A) and the methods outlined by the above booklet (published by the Horticulture Trades Association, 19 High Street, Thame, Oxfordshire OX8 5DS) which refers to the main, unloading and temporary storage of plants.

2. Stock trees and the few class examples of plant species debris, free from all pests and diseases, with good root mass systems and smoothly undercut (refer to relevant sections of BS3936 Parts 1-4 'Specification of Nursery Stock').

3. All planting is to be in general compliance with BS4428:1989 'Code of Practice for general landscape operations (excluding hard surfaces).'

4. PLANTING PLANS refers to the receipt, unloading and temporary storage of plants. The contractor shall comply with clauses 3 & 4 of the above booklet (obtained from the Horticulture Trades Association, 19 High Street, Thame, Oxfordshire OX8 5DS) which refers to the receipt, unloading and temporary storage of plants.

5. PLANTING PLANS refers to the receipt, unloading and temporary storage of plants. The contractor shall comply with clauses 3 & 4 of the above booklet (obtained from the Horticulture Trades Association, 19 High Street, Thame, Oxfordshire OX8 5DS) which refers to the receipt, unloading and temporary storage of plants.

6. PLANTING PLANS refers to the receipt, unloading and temporary storage of plants. The contractor shall comply with clauses 3 & 4 of the above booklet (obtained from the Horticulture Trades Association, 19 High Street, Thame, Oxfordshire OX8 5DS) which refers to the receipt, unloading and temporary storage of plants.

7. All trees are to be staked and secured as follows:

   - Heavily staked and multi-armed: 100x100x78mm deep.
   - Heavy standard and Multi-armed: 100x100x78mm deep.

8. It is presumed that the grassed areas will be seeded with a general amenity grass mix (unless otherwise advised by the client).

9. **Proposed Trees:**

   - **Heavy Standard:**
     - 300x300x210mm deep
     - 240x240x190mm deep
     - 180x180x170mm deep

   - **Multi-Armed:**
     - 150x150x130mm deep
     - 130x130x110mm deep
     - 110x110x90mm deep

10. The contractor must ensure that the exact location of underground services and maintenance points.

11. All areas of ornamental planting are to be mulched to a depth of 80mm with medium grade tree bark.

12. It is presumed that the grassed areas will be seeded with a general amenity grass mix (unless otherwise advised by the client).

13. Water all plants and trees on the same day of planting and then after as necessary (not once a week in periods of drought) to ensure the establishment of the plants during the Greenworks period.